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Purpose To prepare various types of surfaces (concrete, brick, 
wood, cement, plaster, gypsum plasterboard, ceramic) for 
all types of decorative finishing (puttying, painting, etc.) 
inside the premises. 

  

Properties Повышает адгезию, уменьшает и выравнивает 
впитывающую способность поверхности.  

  

Composition Water 
Special additives 
Styrene acrylic latex 

 

Packing Plastic container volume of 1L, 5L, 10L. 

 

Technical Specifications  

Appearance White composition 

Film appearance after drying Smooth, no visible inclusions 

Viscosity according to the viscosity meter ÂÇ-246, nozzle 

diameter 4 mm, sec, no less 
10 

Frost resistance, cycles 5 

pH 6,5-9,5 

Drying time up to degree 3 1 

at (20±2) oC, hour, not more 24 

 

Storage conditions Store in a tightly closed container, away from heaters and 
direct sunlight, at a temperature not lower than +5oC. In 
case of freezing products thaw at room temperature and 
mix thoroughly until homogeneous mass. After thawing it 
completely retains its properties. 

 

Guaranteed shelf life In unopened container manufacturer 60 months from the 
date of manufacture. 

 



Транспортировка Всеми видами транспорта в условиях, исключающих 
воздействие атмосферных факторов (крытые фургоны, 
вагоны и т.п.). Продолжительность транспортировки 
при температуре ниже 0°С не должна превышать 1 
месяца. Продукт не относится к опасным грузам. Код 
экстренных мер не требуется. 

 

Утилизация отходов Тара и неиспользованные остатки грунтовки после 
высушивания утилизируются как бытовые отходы. 

 

Безопасность Продукция пожаровзрывобезопасна и не токсична. 
Применять индивидуальные средства защиты рук. При 
использовании продукции не курить, не пить, не 
принимать пищу. При попадании на кожу и в глаза 
промыть водой. Хранить в недоступном для детей 
месте. Избегать попадания в водную среду и почву. 

 

 
Вся информация верна на день публикации. Опубликованные технические данные и инструкции могут 
быть изменены без предварительного предупреждения. 

 

 


